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ALL AIR RC-5A2

1934

REF. PART REF. PART

NO.  NO. DESCRIPTION NO.  NO. DESCRIPTION

300 181190 AirMotor ...l 318 000372 1/M4'NPTSLELL ... .. o ..
3am 181204  Sheave .. ... ... ... ... 319 181198  Bracket——Filter/Lubricator ....... ... ... ...
302 181205 W-Belt ... 320 181192  Filter/Lubricator Assy. . ....................
303 181200 Angle WiAssy ...l 321 107413 3B-16x1"Self Tap Screw ....... ... ...
304 181186  Bracket—AirMotor ......... ... .. 322 180301 213 1"8SWHS. .. ... ...
305 120325 BAAGx1"SWHS. .. .. .. 323 140587 ti2138ermated MUt ... L L
306 181203 1/2-1/4 Reducing Bushing .............. ... 324 181202 TANPT X 2" Nipple ... ... ... ... ..
307 181194 St Male Conn. 3/8 Tube—1/4 NPT. ... ..., 325 181208 Smmxd"Nylon Tube. ... ... ... ... ...,
08 151191 Valve—Quick Exhaust ............. ... ... 326 1812918 38"x21"Hose ... ... ol
308 181207 3B8NPTCloseNipple ... .................. 327 228965 Malve—AirMotor ... oL
Je¢ 181195 1/2-3/8 NPT Reducing ELL ................ 328 601022 BmmHexMNut ... .. ... .. .. .. ...,
311 181206 Muffler ... ... ... o 329 181193  Stop-Pedal . ......... ... ... ... L.
2 000525 BAG Lock Nut ... ... .. ... ... 330 329056 Link—Rotation Pedal .....................
313 181215 10mmx 22" NylonTube ................... a3 600291 4mm x 3I0mmHHC.S. ... ...
314 181214 10mm x 20" NylonTube ... ... ... ... ... 332 601018 dmmHex Nut ... ..o oo
35 81213 147 D.x3.00 Hose ... 333 600362 Bmmx20mmHMH.CS.... .. ... L.
36 181212 38D x4 " Hose ... oo 334 3258058 Reverse Pedal Stop ... Lo

317 181211 38" ID.x18 Hose . .....................

RC-5A2 SPECIAL INSTRUCTIONS

The RC-5A2 uses only one power source. Compressed air at 110 to 175 P8I should be supplied to the air inlet hose at the rear of
the machine.

{Recommended compressor size is 5 horsepower capable of 14-15 CFM at 150 PSI).
Service the Filter Lubricator Unit Weekly.

1. Refill lubricator with SAE 10W non-detergent oil as required.
2. Drain filter unit by turning knob on bottom of bow!.

TRANSMISSION LUBRICATION GUIDE

Check the fluid level in the tabletop transmission using the oil check dip stick. If any fluid shows on the dip stick it is properly
filled. If necessary, add high quality SAE 80/90 gear lubricant until it shows on the dip stick.
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ELECTRO/PNEUMATIC RC/5

AIR SYSTEM
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AIR GAUGE RECALIBRATION

1. Remove lens assembly from gauge.

r

DN bl

Loosen two screws lacated on edge of dial face in the 10 o'clock and 2 o'clock
positions. Caution: Do not loosen over three turns.

. Pressurize gauge with 32 psi measured from a standard gauge.

- Rotate top dial until 32 psi graduation is in line with the pointer.

. Tighten the two screws—check alignment of pointer with graduation.
- Replace lens.
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